
JUNE ISSUE TAPPET CLATTER Classifieds 

T A P P E T  C L A T T E R  1 1  

++++ FOR SALE ++++ 
Trailer, Equipment, vehicle Tilt bed, 
All steel, single axle elec. brakes 5000 # capac-
ity. Will handle up to 103 WB $2000 OBO. Set of 
four Cooper /Cobra P255/70 R15 Tires. Less 
than 4000 miles. Best Offer. Wally Martin (360) 
491-4879 or ((425) 876– 3475 
1979  Chevrolet 1/2 ton PU All new engine and 
new transmission $3000, Contact Ron (425) 226 
8140 
1968 327 Motor High performance engine rebuilt 
and from a Camaro. Full Engine stored 15 years. 
$600 Dollars Al Anserson (425) 488-2245  email 
eabe63@aol.com 
1957 Pushbutton Radio, and speaker. Original 
and in perfect condition  $150. Don Boltz, (360.) 
893-5305 donnys32@aol.com 
1978 Scottsdale  PU 3/4 Ton with canopy and 
tandun axle car hauler low mileage, as new me-
chanically. $4500 obo  Walt Blair (206).292-6745. 
Waltscollectorcarappraisals@gmail.com 
1976 Nova Concours sedan, ex. condition, out-
standing driver, 305 V/8 auto. $3500 obo 
Walt Blair (206) 292-6745. Email above..                                                         
Large Car Trunk $75. Bill Barker (425) 643-
O698 bill@barkerville.net 

1952 Styline Sedan Six Cylinder, 3 speed Trans-
mission.. Needs total restoration. 
$1200 Dollars. Al Anderson (425) 488-2245  
Email eabe63@aol.com 
1927 Imperial Sedan. Car has been in storage 40 
years in Southern California and is all there.  Con-
tact John (310) 970 9151 
1938 Grill Gene Sovar (206) 3262-2491  
esovar@msn.com 
1954 Chev automatic transmission, 2 speed pow-
erglide. It is a good running transmission. The car 
that it was in was modified to a manual transmis-
sion. The owner is Chuck Adler. Please contact 
him on cell phone 253-405-0520, to make an offer.           

++++ WANTED ++++ 
Brass Rivets 3/32 brass semi tubular rivets.Bil;
Damm (425) 748 5721 billdamm@webtv.net 
1962-67  327 Chevrolet Engine Core, Dave Rob-
erts, (425) 822.-6831  
1937 Grill, Gene Sovar 206.362,2491,   
esovar@msn.com 
1926 Touring Top bow supports and brackets. 
Bob Stamnes (206) 365-1482 rstanes@yahoo.com 
 

Carburetor Cleaning — By Don Comstock 
 

I have a system for cleaning the insides of a carburetor  that only takes a few minutes. If  there is an 
inline filter connected with rubber fuel line between the fuel pump and carburetor the job is easiest. All 
you need is an ice pick, screw driver and a fresh spray can of carburetor cleaner with the little plastic 
tube that goes on the nozzle. Loosen the fuel line at the carburetor side of the filter, slip the filter back so 
you have just enough hose to tighten the clamp. After tightening the clamp, pull on the fuel line to make 
sure it won’t slip off when fuel pressure is applied. (If you have all metal fuel lines you will need a short 
piece of steel fuel line with an appropriate connector to go to the carburetor, a couple of hose clamps and 
a short piece of rubber fuel line. Connect the short fuel line to the carburetor and the rubber line between 
the original line and the new piece. Use the ice pick to poke a hole in the rubber fuel line as close to the 
filter as possible and at a 45 degree angle pointing toward the carburetor. This hole must be covered by 
the clamp when finished. You can replace this piece of hose with another when you have finished clean-
ing the carburetor if you prefer. Insert the one end of the tube from the carburetor cleaner in the hole you 
just made and the other end in the nozzle of the carb cleaner. Once the tube is in place and hooked up, 
start the engine and spray carb cleaner directly into the carburetor. I’ve never had a fuel leak around the 
tube. Rev the engine as needed to keep it from dieing and to get carb cleaner through all the internal pas-
sages of the carburetor. I generally use about ¾ of the can so there is enough left to clean the linkage and 
outside of the carburetor.  After shutting off the engine and pulling out the tube, slide the hose back over 
the filter and reattach the clamp so the hole is covered. Putting rags around the base of the carburetor 
and using a chip brush as needed to clean the outside makes the job go easier and leaves the engine tidy 
as well. Use the remainder of the can to clean the outside of the carburetor. Remove the rags and wipe 
off the carb or blow it off with compressed air. Restart the engine and adjust the air mix and idle as 
needed and you are finished.                  


